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TECHNICAL INFORMATION

Ostol Oldtimer Oil SAE 20W-50

Description

Ostol Oldtimer Oil SAE 20W-50 is a mildly alloyed multi-grade engine
oil, based on mineral base oils. The oil is best suited for vehicles with

internal combustion or diesel engines, with or without turbocharging, of
the 60s and 70s.

Qualification: API-SF/CD

Summary of the advantages

Supportive leak tightness of engine

Lesser oil consumption

Gentle on materials, also for seals and paints

Very good seal compatibility

Steady performance at any operating temperature
Stable lubrication, even in case of hot oil and high loads
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Chemical and physical analysis

Colour DIN ISO 2049 3,5
Density at 15°C DIN 51757 g/cm3 0,89
Kin viscosity at 40 °C DIN 51562 T.1 mm?/s 170
at 100 °C 18,5
flash point DIN I1SO 2592 °C > 220
pour point DIN ISO 3016 °C <-30
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All of the indications of this product information correspond to the best of our actual knowledge. The indications are subject DQS CERTIFICATION:
to alteration. Our information can only be general due to the variety of the possibilities of utilization and application. They can DIN EN ISO 9001

not be transferred to individual cases and they are without obligation. For liability questions, we refer to our general terms of Reg.-No. 35 486

sale and delivery.



